AC Close Flow Fan

AFC60

UNIT:mm[inch]

HOUSING : Metal / Aluminum
IMPELLER : Aluminum, diameter 60 mm

BEARING : Sleeve or Ball

OPERATING TEMPERATURE :
Sleeve bearing: -10°C to+70°C Ball bearing: -30°C to+75°C

MOTOR TYPE : 2P 1 ® Capacitor Motor

SPECIFICATION

DIMENSION RATED RATED

MODEL NO. VOLTAGE | FREQUENCY

(Hz)
AFC60306V1 306 321 401 110 60
AFC60306V2 306 321 401 220 60
AFC60368V1 | 368 | 353 463 110 60
AFC60368V2 = 368 353 & 463 220 60
AFC60429V1 | 429 444 524 110 60
AFC60429V2 = 426 444 524 220 60

AIR PERFORMANCE

DIELECTRIC STRENGTH : 1,500 VAC for 1 minute
INSULATION : Class E

INSULATION RESISTANCE : 10 MEG Ohms Min @500 VDC

SAFETY : Impedance Protected

MAX. AIR

AIR FLOW

CURRENT | POWER PRESSURE L ABELA)
' ' (mmH2 O) (9)
0.33 SF 2800 7.4 194 55 1640
0.17 39 2800 /.4 194 5.3 B9 1640
0.35 39 2700 .5 205 5.8 56 1710
0.18 41 2700 L5 205 5.8 56 1710
0.36 40 2600 7.8 215 6.1 56 1785
0.19 42 2600 /.8 215 6.1 56 1785
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